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Type No: 1A51
AIR — YELLOW COVER

ALSO AVAILABLE
TYPE 1A57 (400 PSI) 27 BARW.P.
AND TYPE 1A54 (150 PSI) 10 BARW.P.

TEMP. RANGE: - 40°C + 90°C.

PRESSURE RATING: 19 Bar W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY:

LINING: Black Synthetic (SBR). Oil Mist Resistant.

REINFORCEMENT: Opposing Layers Polyester Tyre Cord.
(To 63mm 2 Ply, above 4 Ply).

COVER: Yellow Synthetic (SBR). Abrasion / Weather Resistant.

BRAND:

SPECIAL FEATURES: Premium Quality for Heavy Duty Applications in Mining,
Construction Industries, etc.

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

19 1/2 13 23.0 0.45 5.0 2 61
19 3/4 19 31.0 0.67 6.0 2 61
19 1 25 37.0 0.88 6.0 2 61
19 1 1/4 32 44.0 1.09 6.0 2 61
19 1 1/2 38 51.0 1.41 6.5 2 61
19 1 3/4 45 58.0 1.61 6.5 2 61
19 2 51 66.0 2.11 7.0 2 61
19 2 1/2 63 79.0 2.76 8.0 2 61
19 3 76 94.0 3.57 9.0 4 61
19 4 102 120.0 4.84 9.0 4 61, 30.5
19 5 127 147.0 6.59 10.0 4 60

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 2W02
WATER SUCTION & DISCHARGE

ALSO AVAILABLE
A C206 10 BARW.P.
ALL BORE SIZES

TEMP. RANGE: - 40°C + 90°C.

PRESSURE RATING: See Table Below. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY:

LINING: Black Synthetic (SBR).

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592 Part 2).

COVER: Black Synthetic (SBR). Abrasion / Weather Resistant.

BRAND: As Specified.

SPECIAL FEATURES:

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 3/4 19 29 0.68 5.0 2 1.25 8 200 61
10 1 25 35 0.82 5.0 2 1.25 8 200 61
10 1 1/4 32 42 1.02 5.0 2 1.25 8 250 61
10 1 1/2 38 48 1.27 5.0 2 1.25 8 300 61
8.0 1 3/4 45 55 1.47 5.0 2 1.25 8 350 61
7.5 2 51 61 1.65 5.0 2 1.25 8 400 61
7.5 2 1/4 57 69 2.02 6.0 2 2.25 12 480 61
7.5 2 1/2 63 76 2.67 6.5 2 2.25 12 560 61
7.5 3 76 89 3.27 6.5 2 2.25 12 690 61
5.0 4 102 116 4.68 7.0 2 2.25 12 920 61,  30.5
4.5 6 152 169 8.86 8.5 2 3.00 10 1350 40, 20
3.5 8 203 223 12.95 10.0 2 3.00 12 1800 40, 20
3.0 10 254 280 19.63 13.0 2 3.50 12 2300 18
3.0 12 305 332 26.94 13.5 2 3.50 12 3000 18

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 2W51
L.W. LAY FLAT WATER

TEMP. RANGE: - 40°C + 90°C.

PRESSURE RATING: See Table Below. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY:

LINING: Black Synthetic (SBR).

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: Black Synthetic (SBR). Abrasion / Weather Resistant.

BRAND:

SPECIAL FEATURES:

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

7 3/4 19 28.0 0.49 4.5 2 61
7 1 25 34.0 0.62 4.5 2 61
7 1 1/4 32 41.0 0.76 4.5 2 61
7 1 1/2 38 47.0 0.88 4.5 2 61
7 1 3/4 45 54.0 1.06 4.5 2 61
7 2 51 60.0 1.16 4.5 2 61
5 2 1/4 57 66.0 1.30 4.5 2 61
4 2 1/2 63 73.0 1.63 5.0 2 61
4 3 76 86.0 1.92 5.0 2 61
4 4 102 112.0 2.54 5.0 2 61, 30.5
4 6 152 165.0 4.98 6.5 2 40, 20
4 8 203 216.0 6.55 6.5 2 40, 20
3 10 254 267.0 8.13 6.5 2 18
3 12 305 318.0 9.74 6.5 2 18

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 2W52
H.D. WATER DELIVERY

TEMP. RANGE: - 40°C + 90°C.

PRESSURE RATING: 7 Bar W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY:

LINING: Black Synthetic (SBR).

REINFORCEMENT: Two Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: Black Synthetic (SBR). Abrasion / Weather Resistant.

BRAND:

SPECIAL FEATURES: Also available as Lighter Weight Type 2W51

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

7 1 1/4 32 42.0 0.90 5.0 2 61
7 1 1/2 38 50.0 1.18 6.0 2 61
7 2 51 64.0 1.72 6.5 2 61
7 2 1/2 63 77.0 2.29 7.0 2 61
7 3 76 90.0 2.86 7.0 2 61
7 4 102 118.0 4.09 8.0 2 61, 30.5
7 6 152 168.0 6.20 8.0 2 40, 20
7 8 203 219.0 8.14 8.0 2 40, 20
7 10 254 271.0 10.17 8.5 4 18

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 3S50
LOW PRESSURE STEAM

TEMP. RANGE: Up to 170°C (338°F).

PRESSURE RATING: 7 Bar W.P. All Bore Sizes. Safety Factor 10:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY:

LINING: Black High Heat Resistant E.P.D.M.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: Black E.P.D.M.

BRAND: Embossed 100 psi (7 Bar) Steam Hose.
Max Temp. 170°C (338°F).

SPECIAL FEATURES: Available with Red, Blue, Green or White Cover as Type 3S51.

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

7 1/2 13 25.8 0.49 6.4 2 61
7 3/4 19 32.2 0.70 6.6 2 61
7 1 25 38.2 0.86 6.6 2 61
7 1 1/4 32 45.2 1.03 6.6 2 61

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 4F00
BEER/WINE
POTABLE LIQUIDS
SUCTION

TEMP. RANGE: - 30°C + 90°C (Intermittent Cleaning 120°C).

PRESSURE RATING: 10 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS: Complies with F.D.A. 177:2600, B.G.A. XX1, Category 2.

ELECTRICAL CONTINUITY:

LINING: White Natural (NR), Non Toxic, Non-Tainting.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592/Part 2).

COVER: Red Chloroprene (CR), Oil, Abrasion & Weather Resistant.

BRAND: White: “CavMac - Type 4F00 - Beer/Wine Transfer - Suction -
         -10 BAR W.P. - F.D.A. 177:2600 - - 30°C + 90°C”.

SPECIAL FEATURES: Also available with a NBR Lining as Type 4F03

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 1 25 39 1.06 7.0 2 1.25 8 130 40
10 1 1/4 32 46 1.30 7.0 2 1.25 8 160 40
10 1 1/2 38 52 1.59 7.0 2 1.25 8 200 40
10 1 1/3 45 59 1.84 7.0 2 1.25 8 240 40
10 2 51 66 2.33 7.5 2 1.25 8 280 40
10 2 1/4 57 72 2.56 7.5 2 1.25 8 315 40
10 2 1/2 63 79 3.28 8.0 2 2.25 12 350 40
10 3 76 93 3.86 8.0 2 2.25 12 440 40
10 4 102 120 5.42 9.0 2 2.25 8 600 40
10 6 152 174 10.57 11.0 2 3.00 10 1060 40
10 8 203 228 15.88 12.5 4 3.00 10 1200 30

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 4F03
EDIBLE OIL 
SUCTION

HOT FOOD TRANSFER 
SUCTION

TEMP. RANGE: - 20°C + 100°C (Intermittent Cleaning 120°C).

PRESSURE RATING: 10 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS: Complies with F.D.A. 177:2600.

ELECTRICAL CONTINUITY: On Request.

LINING: White Nitrile (NBR), Non-Toxic, Non-Tainting.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592/Part 2).

COVER: White Chloroprene (CR), Oil, Abrasion & Weather Resistant.

BRAND: Yellow: “CavMac - Type 4F03 - Oil/Hot Food Transfer - Suction  
       - 10 BAR W.P. - F.D.A. 177:2600 - - 20°C + 100°C”.

SPECIAL FEATURES:

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 1 25 38 0.97 6.5 2 1.25 8 130 40
10 1 1/4 32 46 1.33 7.0 2 1.25 8 160 40
10 1 1/2 38 52 1.60 7.0 2 1.25 8 200 40
10 1 3/4 45 59 1.86 7.0 2 1.25 8 240 40
10 2 51 66 2.24 7.5 2 1.25 8 280 40
10 2 1/2 63 79 3.06 8.0 2 2.25 12 350 40
10 3 76 93 3.89 8.5 2 2.25 12 440 40
10 4 102 119 5.45 8.5 2 2.25 8 600 40
10 6 152 175 11.23 11.5 4 3.00 10 1060 40
10 9 229 254 18.03 12.5 4 3.00 10 1350 9

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 4F04
MILK TRANSFER
SUCTION

TEMP. RANGE: - 30°C + 90°C (Intermittent Cleansing 120°C).

PRESSURE RATING: See Table Below. Safety Factor 3:1.

APPLICABLE STANDARDS: Complies with F.D.A. 177:2600.

ELECTRICAL CONTINUITY:

LINING: White Natural (NR)/Nitrile (NBR), Non Toxic, Non-Tainting.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Two High Tensile Steel Wire Helix (BS 3592/Part 2).

COVER: Blue Chloroprene (CR), Oil, Abrasion & Weather Resistant.

BRAND:

SPECIAL FEATURES:

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

12 1 1/2 38 48 1.62 5.0 2 1.25 8 200 40
10 2 51 61 2.12 5.0 2 1.25 8 280 40
8 2 1/2 63 76 3.20 6.5 2 2.25 12 350 40

12  3 76 92 4.83 8.0 2 2.25 12 440 40

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 4F06
MATERIAL HANDLING
SUCTION & DELIVERY

TEMP. RANGE: - 30°C + 90°C (Intermittent Cleaning 120°C).

PRESSURE RATING: See Table Below. safety Factor 3:1.

APPLICABLE STANDARDS: Complies with F.D.A. 177:2600

ELECTRICAL CONTINUITY:

LINING: White Natural (NR), Non-Toxic, Non-Tainting.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Two High Tensile Steel Wire Helix (BS 3592/Part 2).

COVER: Corrugated Green Chloroprene (CR),
Oil, Abrasion & Weather Resistant.

BRAND:

SPECIAL FEATURES: Usually Supplied in Specific Lengths, with Cuffed Ends
E.G. 3.05mt. (10ft), 4.57mt (15ft), 6.1mt (20ft).

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

12 1 1/2 38 54 1.78 8.0 2 2.25 13 150

AS  S P E C I F I E D

10 2 51 68 2.49 8.5 2 2.25 13 200
8 2 1/2 63 80 2.99 8.5 2 2.25 13 270
7 3 76 94 3.69 9.0 2 2.25 13 330
6 3 1/2 89 107 4.23 9.0 2 2.25 13 390
5 4 102 120 4.78 9.0 2 2.25 13 450
4 5 127 145 5.84 9.0 2 2.25 13 580
6 6 152 171 7.15 9.5 2 2.25 13 700
5 8 203 224 11.99 10.5 2 3.00 13 950
4 10 254 277 16.23 11.5 2 3.00 13 1250

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 4F07
MILK TRANSFER
SUCTION

TEMP. RANGE: - 30°C + 90°C (Intermittent Cleaning 120°C).

PRESSURE RATING: 6 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS: Complies with F.D.A. 177:2600.

ELECTRICAL CONTINUITY:

LINING: White Natural (NR) / Nitrile (NBR), Non-Toxic, Non-Tainting.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Single High Tensile Steel Wire Helix (BS 3592/Part 2).

COVER: Corrugated Blue or White Chloroprene (CR),
Oil, Abrasion & Weather Resistant.

BRAND: White or Blue: “CavMac - Type 4F07 - Milk Transfer
       - Suction - F.D.A. 177:2600 - -30°C +90°C”.

SPECIAL FEATURES: Usually Supplied in Specific Lengths, with Cuffed Ends
E.G. 3.05mt. (10ft), 4.57mt (15ft), 6.1mt (20ft).

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

6 1 25 37 0.86 6.0 2 1.25 8 100

AS  S P E C I F I E D

6 1 1/4 38 44 1.07 6.0 2 1.25 8 120
6 1 1/2 32 50 1.23 6.0 2 1.25 8 150
6 2 51 63 2.15 6.0 2 2.25 12 200
6 2 1/2 63 77 2.70 7.0 2 2.25 12 270
6 3 76 91 3.44 7.5 2 2.25 12 330
6 4 89 106 4.46 8.5 2 2.25 12 390
6 3 1/2 102 120 5.35 9.0 2 2.25 12 450

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 4F10
MILK TRANSFER
SUCTION

TEMP. RANGE: - 30°C + 90°C (Intermittent Cleaning 120°C)

PRESSURE RATING: 10 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS: Complies with F.D.A. 177:2600.

ELECTRICAL CONTINUITY:

LINING: White Natural (NR) / Nitrile (NBR), Non-Toxic, Non-Tainting.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592/Part 2).

COVER: Blue Chloroprene (CR), Oil, Abrasion & Weather Resistant.

BRAND: White: “CavMac - Type 4F10 - Milk Transfer -
        Suction 10 BAR W.P. -F.D.A. 177:2600 - - 30°C + 90°C”.

SPECIAL FEATURES: Also available in Lighter Weight as Type 4F04

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 1 25 40 1.20 7.5 2 1.25 8 130 40
10 1 1/4 32 47 1.45 7.5 2 1.25 8 160 40
10 1 1/2 38 53 1.66 7.5 2 1.25 8 200 40
10 1 3/4 45 60 1.97 7.5 2 1.25 8 240 40
10 2 51 67 2.29 8.0 2 1.25 8 280 40
10 2 1/4 57 73 2.52 8.0 2 1.25 8 325 40
10 2 1/2 63 81 3.67 9.0 2 2.25 12 350 40
10 3 76 95 4.44 9.5 2 2.25 12 440 40
10 4 102 122 6.14 10.0 2 2.25 8 600 40
10 5 127 148 7.95 10.5 2 2.25 8 830 40
10 6 152 175 12.26 11.5 4 3.00 10 1060 20

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 4F14
LIGHT WEIGHT MILK
TRANSFER - SUCTION

TEMP. RANGE: - 30°C + 90°C (Intermittent Cleansing 120°C).

PRESSURE RATING: 6 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS: Complies with F.D.A. 177:2600.

ELECTRICAL CONTINUITY:

LINING: White Natural (NR)/ Nitrile (NBR), Non-Toxic, Non-Tainting

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Three High Tensile Steel Wire Helices (BS 3592/Part 2).

COVER: Blue Chloroprene (CR), Oil, Abrasion & Weather Resistant.

BRAND: White: “CavMac - Type 4F14 - 3S.P. - L.W. Milk Transfer -
        Suction W.P. 6 BAR - F.D.A. 177:2600, -30°C + 90°C” .

SPECIAL FEATURES: Constructed with Three Steel Wire Helices
to give Added Flexibility.

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

6 1 25 37 1.02 6.0 2 1.25 8 80 40
6 1 1/4 32 44 1.26 6.0 2 1.25 8 100 40
6 1 1/2 38 50 1.45 6.0 2 1.25 8 120 40
6 1 3/4 45 57 1.68 6.0 2 1.25 8 145 40
6 2 51 63 1.88 6.0 2 1.25 8 190 40
6  2 1/4 57 69 2.07 6.0 2 1.25 8 200 40
6 2 1/2 63 77 3.97 7.0 2 2.25 8 210 40
6 3 76 90 4.68 7.0 2 2.25 8 270 40
6 4 102 116 6.28 7.0 2 2.25 8 360 40

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 4F50
BEER/WINE
TRANSFER - DELIVERY

TEMP. RANGE: - 30°C + 90°C (Intermittent Cleaning 120°C).

PRESSURE RATING: 10 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS: Complies with F.D.A. 177:2660, B.G.A. XX1 Category 2.

ELECTRICAL CONTINUITY:

LINING: White Natural (Nr), Non Toxic, Non Tainting.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: Red Chloroprene (CR), Oil, Abrasion and Weather Resistant.

BRAND: White: “CAVMAC - Type 4F50 - Beer/ Wine Transfer - Delivery
        10 Bar W.P. - F.D.A. 177:2600 — -30°C + 90°C”.

SPECIAL FEATURES:

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 1/2 13 26 0.54 6.5 2 40
10 3/4 19 32 0.70 6.5 2 40
10 1 25 38 0.87 6.5 2 40
10 1 1/4 32 45 1.04 6.5 2 40
10 1 1/2 38 51 1.19 6.5 2 40
10 1 3/4 45 59 1.56 7.0 2 40
10 2 51 65 1.84 7.0 2 40
10 2 1/2 63 77 2.22 7.0 2 40
10 3 76 92 2.88 8.0 2 40
10 4 102 119 3.96 8.5 2 40

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 4F52
HEAVY DUTY BEER/WINE
TRANSFER - DELIVERY

TEMP. RANGE: - 30°C + 90°C (Intermittent Cleaning 120°C).

PRESSURE RATING: 10 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS: Complies with F.D.A. 177:2600, B.G.A. XX1 Category 2.

ELECTRICAL CONTINUITY:

LINING: White Natural (Nr), Non Toxic, Non Tainting.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: White Chloroprene (CR), Non Toxic, Non Tainting.

BRAND: White: “CavMac - Type 4F52- H.D. Beer/Wine Transfer- 
Delivery          10 BAR W.P. - F.D.A. 177:2600 - -30°C + 90°C”.

SPECIAL FEATURES: May be used for Light to Medium Suction Applications.
Available with a NBR Lining as Type 4F53

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 1 25 41 1.11 8.0 4 40
10 1 1/4 32 49 1.46 8.5 4 40
10 1 1/2 38 56 1.81 9.0 4 40
10 1 3/4 45 64 2.29 10.0 4 40
10 2 51 71 2.56 10.0 4 40
10 2 1/4 57 79 3.24 11.0 4 40
10 2 1/2 63 85 3.50 11.0 4 40
10 3 76 100 4.70 12.0 4 40
10 4 102 128 6.85 13.0 4 40

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 4F53
HEAVY DUTY
EDIBLE OIL/HOT FOOD
DELIVERY

TEMP. RANGE: - 20°C + 100°C (Intermittent Cleaning 120°C).

PRESSURE RATING: 10 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS: Complies with F.D.A. 177:2600.

ELECTRICAL CONTINUITY:

LINING: White Natural (NR)/Nitrile (NBR), Non Toxic, Non Tainting.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: Red Chloroprene (CR), Oil, Abrasion and Weather Resistant.

BRAND: Yellow: “CavMac - Type 4F53 - H.D. Oil/Hot Food Transfer -
Delivery        10 BAR W.P.- F.D.A. 177 : 2600 — -20°C + 100°C”.

SPECIAL FEATURES: May be used for Light to Medium Suction Applications.

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 1/2 13 29 0.73 8.0 4 40
10 3/4 19 35 0.93 8.0 4 40
10 1 25 41 1.13 8.0 4 40
10 1 1/4 32 48 1.35 8.0 4 40
10 1 1/2 38 56 1.84 9.0 4 40
10 1 3/4 45 65 2.38 10.0 4 40
10 2 51 72 2.77 10.5 4 40
10 2 1/4 57 78 3.03 10.5 4 40
10 2 1/2 63 85 3.52 11.0 4 40
10 3 76 102 4.99 13.0 4 40
10 4 102 130 7.20 14.0 4 40

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 4F60
MILK TRANSFER
DELIVERY

TEMP. RANGE: - 30°C + 90°C (Intermittent cleaning 120°C).

PRESSURE RATING: 10 BAR W.P. All Bore Sizes. Safety Factor 3:1

APPLICABLE STANDARDS: Complies with F.D.A. 177:2600.

ELECTRICAL CONTINUITY:

LINING: White Natural/Nitrile (NR/NBR), Non-Toxic, Non-Tainting.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: Blue Chloroprene (CR), Oil, Abrasion & Weather Resistant.

BRAND: White: “CavMac - Type 4F60 - 3S.P. - Milk Transfer - Delivery
        10 BAR W.P. - F.D.A. 177:2600, -30°C + 90°C.”

SPECIAL FEATURES:

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 1 1/4 32 42 1.04 6.5 2 40
10 1 1/3 38 52 1.36 7.0 2 40
10 1 5/8 42 56 1.47 7.0 2 40
10 2 51 66 2.05 7.5 2 40
10 2 1/2 63 81 2.90 9.0 2 40
10 3 76 94 3.43 9.0 2 40
10 4 102 121 4.65 9.0 2 40

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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Type No: 5C01
FPM CHEMICAL TRANSFER
SUCTION

TEMP. RANGE: - 20°C + 160°C (Depending on the Concentration).

PRESSURE RATING: 16 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R 106 Ω M.

LINING: FPM - Chemical and Oil Resistant.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592/2).

COVER: Black CR/NR/SBR Blend - Abrasion & Weather Resistant.

BRAND: White: “CavMac - Type 5C01 - FPM Chemical Transfer - 
Suction W.P. 16 BAR R 106 Ω M”.

SPECIAL FEATURES: Also available with a NR Lining as Type 5C02
Also available with a Hypalon Lining as Type 5C03
Also available with a Chlorobutyl Lining as Type 5C06

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

16 3/4 19 33.0 0.92 7.0 2 1.25 8 130 61
16 1 25 39.4 1.18 7.2 2 1.25 8 160 61
16 1 1/4 32 46.4 1.45 7.2 2 1.25 8 180 61
16 1 1/2 38 52.4 1.67 7.2 2 1.25 8 220 61
16 1 3/4 45 59.4 1.92 7.2 2 1.25 8 210 61
16 2 51 67.0 4.42 8.0 2 1.25 8 200 61
16 2 1/2 63 81.4 3.66 9.2 2 2.25 12 280 61
16 3 76 94.4 4.30 9.2 2 2.25 12 335 61
16 4 102 122.4 6.49 10.2 4 2.25 8 450 30.5, 61
16 6 152 178.0 12.53 13.0 4 3.00 10 500 10, 20

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

16 1 1/4 32 47.2 1.27 7.6 2 1.25 8 180 61
16 1 1/2 38 53.2 1.45 7.6 2 1.25 8 220 61
16 2 51 66.2 1.87 7.6 2 1.25 8 200 61
16 2 1/2 63 79.8 2.94 8.4 2 2.25 12 280 61
16 3 76 94.0 3.64 9.0 2 2.25 12 335 61
16 4 102 123.2 5.90 10.6 4 2.25 8 450 30.5, 61

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 5C02
NATURAL RUBBER ACID
TRANSFER - SUCTION

TEMP. RANGE: - 20°C + 80°C (Depending on the Concentration of Acid).

PRESSURE RATING: 16 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R 106 Ω M.

LINING: White Natural Rubber - Acid Resistant.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592/2).

COVER: Black Abrasion Resistant SBR/NR.

BRAND: White: “CavMac - Type 5C02 - Natural Rubber
Acid Transfer - Suction. W.P. 16 BAR R106 Ω M”.

SPECIAL FEATURES:
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Type No: 5C03
HYPALON CHEMICAL
TRANSFER - SUCTION

TEMP. RANGE: - 20°C + 130°C (Depending on the Concentration).

PRESSURE RATING: 16 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R 106 Ω M.

LINING: Hypalon - Chemical/Acid Resistant.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592/2).

COVER: Blue Weather Resistant EPDM.

BRAND: White: “CavMac - Type 5C03 - Hypalon Chemical Transfer - 
Suction W.P. 16 BAR R 106 Ω M”.

SPECIAL FEATURES:

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

16 3/4 19 31.8 0.80 6.4 2 1.25 8 130 61
16 1 25 39.4 1.15 7.2 2 1.25 8 160 61
16 1 1/4 32 46.4 1.39 7.2 2 1.25 8 180 61
16 1 1/2 38 52.4 1.59 7.2 2 1.25 8 220 61
16 1 3/4 45 59.4 1.83 7.2 2 1.25 8 210 61
16 2 51 65.4 2.06 7.2 2 1.25 8 200 61
16 2 1/2 63 79.0 3.14 8.0 2 2.25 12 280 61
16 3 76 93.2 3.92 8.6 2 2.25 12 335 61
16 4 102 121.2 6.02 9.6 4 2.25 8 450 30.5, 61
16 6 152 178.0 12.43 13.0 4 3.00 10 500 10, 20

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

16 3/4 19 31.8 0.76 6.4 2 1.25 8 130 61
16 1 25 39.4 1.15 7.2 2 1.25 8 160 61
16 1 1/4 32 46.4 1.38 7.2 2 1.25 8 180 61
16 1 1/2 38 52.4 1.52 7.2 2 1.25 8 220 61
16 2 51 65.4 1.96 7.2 2 1.25 8 200 61
16 2 1/2 63 79.0 3.01 8.0 2 2.25 12 280 61
16 3 76 93.2 3.77 8.6 2 2.25 12 335 61
16 4 102 121.2 5.82 9.6 4 2.25 8 450 30.5, 61

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 5C04
EPDM ACID
TRANSFER - SUCTION

TEMP. RANGE: - 20°C + 130°C (Depending on the Concentration of the Acid)

PRESSURE RATING: 16 BAR W.P. All Bore Sizes. Safety Factor 3:1

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R 106 Ω M.

LINING: Black EPDM - Acid Resistant

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592/2)

COVER: Yellow Weather Resistant EPDM

BRAND: EPDM ACID SUCTION

SPECIAL FEATURES: Other Colours available on Request
Also available as Lighter Weight as Type 5C08
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Type No: 5C05
XLPE CHEMICAL
TRANSFER - SUCTION

TEMP. RANGE: - 20°C + 70°C.

PRESSURE RATING: 16 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R 106 Ω M.

LINING: Neutral Coloured Cross Linked Polyethylene / E. P. D.M. 
Backing Layer.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592/2).

COVER: Green E.P.D.M.

BRAND: White: “CavMac - Type 5C05 - XLPE Chemical Transfer - 
Suction W.P. 16 BAR R 106 Ω M”.

SPECIAL FEATURES: Also available ias Light Weight Type 5C09

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

16 3/4 19 33 0.84 7.0 2 1.25 8 130 61
16 1 25 41 1.17 8.0 2 1.25 8 160 61
16 1 1/4 32 48 1.49 8.0 2 1.25 8 180 61
16 1 1/2 38 54 1.72 8.0 2 1.25 8 220 61
16 1 3/4 45 61 1.95 8.0 2 1.25 8 210 61
16 2 51 67 2.19 8.0 2 1.25 8 240 61
16 2 1/2 63 81 3.18 9.0 2 2.25 12 280 61
16 3 76 95 3.97 9.5 2 2.25 12 335 61
16 4 102 123 5.77 10.5 4 2.25 8 450 30.5, 61
16 5 127 152 8.19 12.5 4 2.25 8 475 61
16 6 152 180 12.54 14.0 4 3.00 10 500 10, 20

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

16 1 25 36.6 0.90 2 1.25 8 160 61
16 1 1/4 32 43.6 1.08 2 1.25 8 180 61
16 1 1/2 38 49.6 1.25 2 1.25 8 220 61
16 2 51 62.6 1.60 2 1.25 8 200 61
16 2 1/2 63 76.2 2.58 2 2.25 12 280 61
16 3 76 90.4 3.50 2 2.25 12 335 61
16 4 102 118.4 5.75 4 2.25 8 450 30.5, 61

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 5C07
UHMWPE CHEMICAL
TRANSFER - SUCTION

TEMP. RANGE: - 20°C + 90°C.

PRESSURE RATING: 16 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R 106 Ω M.

LINING: Neutral Coloured Ultra High Molecular Weight
Polyethylene / E. P. D.M.
Backing Layer.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592/2).

COVER: Blue E.P.D.M.

BRAND: Optional

SPECIAL FEATURES: Also available with a Black Semi Conductive Lining
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Type No: 5C51
FPM CHEMICAL
TRANSFER

TEMP. RANGE: - 20°C + 160°C (Depending on the Concentration).

PRESSURE RATING: 16 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R< 106 Ω M.

LINING: FPM - Chemical and Oil Resistant.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: Black CR/NR/SBR Blend - Abrasion & Weather Resistant.

BRAND:

SPECIAL FEATURES:

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

16 3/4 19 33.0 0.81 7.0 2 61
16 1 25 39.4 1.04 7.2 2 61
16 1 1/4 32 46.4 1.29 7.2 2 61
16 1 1/2 38 52.4 1.98 7.2 2 61
16 1 3/4 45 59.4 1.71 7.2 2 61
16 2 51 67.0 2.19 8.0 2 61
16 2 1/2 63 81.4 3.03 9.2 2 61
16 3 76 94.4 3.56 9.2 2 61
16 4 102 122.4 5.05 10.2 4 30.5, 61
16 6 152 178.0 6.55 13.0 4 10, 20

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 3/4 19 29 0.61 5.0 2 1.25 8 100 61
10 1 25 35 0.75 5.0 2 1.25 8 110 61
10 1 1/4 32 42 0.92 5.0 2 1.25 8 160 61
10 1 1/2 38 48 1.06 5.0 2 1.25 8 200 61
10 1 3/4 45 55 1.23 5.0 2 1.25 8 240 61
10 2 51 64 1.66 6.5 2 2.25 12 280 61
8 2 1/4 57 70 1.84 6.5 2 2.25 12 320 61
8 2 1/2 63 76 2.40 6.5 2 2.25 12 350 61
7 3 76 89 2.84 6.5 2 2.25 12 440 61
7 4 102 116 4.68 7.0 2 2.25 8 600 30, 61
6 6 152 172 9.40 10.0 2 3.00 10 1060 10, 20
5 8 203 223 12.64 10.0 2 3.00 10 1200 10, 20
5 10 254 276 17.36 11.0 2 3.00 12 1500 5, 10
5 12 305 329 20.48 12.0 2 3.00 12 2000 5, 12

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 6P02
MARINE EXHAUST
SMOOTH COVER

TEMP. RANGE: - 30°C + 100°C.

PRESSURE RATING: 10 BAR W.P. Reducing in Bore Size to 5 BAR.
Safety Factor 3:1.

APPLICABLE STANDARDS: Lloyds Approval Cert. No. 91/00198 (E5).
DET Norsk Veritas Cert No. S-2793.

ELECTRICAL CONTINUITY:

LINING: Black Nitrile (NBR) - 55% Aromatics.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592/2).

COVER: Flame/Fire Resistant Black Chloroprene (CR).

BRAND: Yellow: “CavMac - Marine Exhaust Hose D.N.V. S-2793
               Marine Exhaust Lloyds Approved 28/5/2006.

SPECIAL FEATURES:
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Type No: 6P05
OIL / PETROLEUM
TRANSFER - SUCTION

TEMP. RANGE: - 30°C + 100°C.

PRESSURE RATING: 10 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R 106 Ω M.

LINING: Black Nitrile (NBR) — 55% Aromatics.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592/Part 2).

COVER: Black CR/NR/SBR Blend, Oil,
Abrasion and Weather Resistant.

BRAND: Red: “CavMac - Type 6P05 - Oil/Petrol Transfer - Suction
10 BAR W.P. - 55% Aromatics - R 106 Ω M.

SPECIAL FEATURES: Also available in a 16 BAR Version as Type 6P08
Also available in a 20 BAR Version as Type 6P04

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 3/4 19 31 0.66 6.0 2 1.25 8 110 61
10 1 25 37 0.80 6.0 2 1.25 8 130 61
10 1 1/4 32 44 1.00 6.0 2 1.25 8 160 61
10 1 1/2 38 50 1.24 6.0 2 1.25 8 200 61
10 1 3/4 45 57 1.54 6.0 2 1.25 8 240 61
10 2 51 63 1.71 6.0 2 1.25 8 280 61
10 2 1/4 57 69 1.89 6.0 2 1.25 8 320 61
10 2 1/2 63 77 2.68 7.0 2 2.25 12 350 61
10 3 76 91 3.17 7.5 2 2.25 12 440 61
10 4 102 118 4.82 8.0 2 2.25 8 600 30, 61
10 6 152 176 10.74 12.0 4 3.00 10 1060 10, 20
10 8 203 229 14.63 13.0 4 3.00 10 1200 10, 20
10 10 254 281 21.15 13.5 4 3.00 12 1500 5, 10

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 1 1/4 32 42.4 0.98 5.2 2 1.25 8 160 61
10 1 1/2 38 49.6 1.27 5.8 2 1.25 8 200 61
10 2 1/4 51 62.6 1.61 5.8 2 1.25 8 280 61
10 2 1/2 63 79.2 2.72 6.6 2 2.25 12 350 61
10 3 76 90.4 3.45 7.2 2 2.25 12 440 61
10 4 102 118.0 5.23 8.0 2 2.25 8 600 30, 61
10 6 152 172.4 9.10 10.2 4 3.00 10 1060 10, 20

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 6P06
OIL / PETROLEUM
TRANSFER - SUCTION

TEMP. RANGE: - 30°C + 90°C.

PRESSURE RATING: 10 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R 106 Ω M.

LINING: Black Nitrile (NBR) — 55% Aromatics.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Single High Tensile Steel Wire Helix (BS 3592/Part 2).

COVER: Black SBR, Smooth, Abrasion and Weather Resistant.

BRAND: Red: “CavMac - Type 6P06 - Universal Oil S & D
10 BAR W.P. - 55% Aromatics - R 106 Ω M.

SPECIAL FEATURES: Also available in 10 BAR Delivery Hose Type 6P56
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

16 1 25 38 0.90 6.5 2 1.25 8 130 61
16 1 1/4 32 45 1.18 6.5 2 1.25 8 160 61
16 1 1/2 38 51 1.45 6.5 2 1.25 8 200 61
16 1 3/4 45 58 1.69 6.5 2 1.25 8 240 61
16 2 51 61 1.87 6.5 2 1.25 8 280 61
16 2 1/4 57 72 2.35 7.5 2 1.25 8 320 61
16 2 1/2 63 80 3.21 8.5 2 2.25 12 350 61
16 3 76 93 3.76 8.5 2 2.25 12 440 61
16 4 102 121 5.50 9.5 4 2.25 8 600 30, 61
16 6 152 175 10.61 11.5 4 3.00 10 1060 10, 20
16 8 203 231 16.72 14.0 6 3.00 10 1600 10, 20

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 6P55
HEAVY DUTY 
OIL / PETROLEUM
SUCTION

TEMP. RANGE: - 30°C + 100°C.

PRESSURE RATING: 16 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R 106 Ω M.

LINING: Black Nitrile (NBR) — 55% Aromatics.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix. (BS 3592/Part 2).

COVER: Black Chloroprene (CR), Oil, Abrasion & Weather Resistant.

BRAND: Red: “CavMac - Type 6P08 - H.D. Oil/Petroleum Transfer -
Suction - W.P. 16 BAR - 55% Aromatics - R 106 Ω M.

SPECIAL FEATURES:
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Type No: 6P13
L.W. MARINE
EXHAUST

TEMP. RANGE: - 30°C + 100°C.

PRESSURE RATING: 10 BAR W.P. Reducing in Bore Size to 5 BAR.
Safety Factor 3:1.

APPLICABLE STANDARDS: Lloyds Approval Cert. No. 91/00198 (E5).
D. E. T. Norsk Veritas Cert No. S-2793.

ELECTRICAL CONTINUITY:

LINING: Black Nitrile (NBR) - 55% Aromatics.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Single High Tensile Steel Wire Helix (BS 3592/2).

COVER: Black Flame Resistant Chloroprene (CR).

BRAND: Yellow: “CavMac - Marine Exhaust Hose D.N.V. S-2793
Marine Exhaust Lloyds Approved 28/5/2006.

SPECIAL FEATURES: Corrugated Cover For Added Flexibility
A Heavy Duty Version (6P12) is Available On Request.

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 3/4 19 28 0.54 4.5 2 1.25 8 100 61
10 1 25 34 0.67 4.5 2 1.25 8 100 61
10 1 1/4 32 41 0.81 4.5 2 1.25 8 130 61
10 1 1/2 38 47 0.94 4.5 2 1.25 8 150 61
10 1 3/4 45 54 1.11 4.5 2 1.25 8 180 61
10 2 51 60 1.50 4.5 2 2.25 12 200 61
8 2 1/4 57 67 1.83 5.0 2 2.25 12 230 61
8 2 1/2 63 73 2.02 5.0 2 2.25 12 250 61
7 3 76 86 2.39 5.0 2 2.25 12 300 61
7 4 102 113 3.32 5.5 2 2.25 12 450 30, 61
6 6 152 164 6.98 6.0 2 3.00 12 700 10, 20
5 8 203 217 9.71 7.0 2 3.00 12 950 10, 20
5 10 254 270 13.77 8.0 2 3.50 12 1250 5, 10
5 12 305 322 15.41 8.5 2 4.00 12 1500 5, 10

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST



Type No: 6P55
OIL / PETROLEUM
TRANSFER - DELIVERY

TEMP. RANGE: - 30°C + 100°C.

PRESSURE RATING: 10 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R < 106 Ω M.

LINING: Black Nitrile (NBR) — 55% Aromatics.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: Black CR/NR/SBR Blend, Oil,
Abrasion and Weather Resistant.

BRAND: Red: “CavMac - Type 6P55 - Oil / Petrol Transfer - Delivery -
10 Bar W.P. - 55% Aromatics - R 106 Ω M.

SPECIAL FEATURES: Also available in a 16 BAR Version as Type 6P58
Also available in a 20 BAR Version as Type 6P54
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 1 25 38 0.82 6.5 2 61
10 1 1/4 32 45 0.97 6.5 2 61
10 1 1/2 38 51 1.12 6.5 2 61
10 1 3/4 45 59 1.55 7.0 2 61
10 2 51 65 1.72 7.0 2 61
10 2 1/4 57 71 1.90 7.0 2 61
10 2 1/2 63 77 2.07 7.0 2 61
10 3 76 92 2.67 8.0 2 61
10 4 102 118 3.67 8.0 2 61
10 6 152 171 6.28 9.5 4 30, 61
10 8 203 225 9.74 11.0 4 10, 20
10 10 254 278 13.14 12.0 4 5, 10
10 12 305 335 19.61 15.0 6 5, 10

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST



Manufacturers of Mandrel Built Hose

31

Type No: 6P58
HEAVY DUTY
OIL / PETROLEUM
TRANSFER - DELIVERY

TEMP. RANGE: - 30°C + 100°C.

PRESSURE RATING: 16 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R 106 Ω M.

LINING: Black Nitrile (NBR) — 55% Aromatics.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: Black Chloroprene (CR), Oil, Abrasion & Weather Resistant

BRAND: Red: “CavMac - Type 6P58 - H.D. Oil/Petroleum Transfer -
Delivery - 16 BAR W.P. - 55% Aromatics - R 106 Ω M.

SPECIAL FEATURES: Also available in a 16 BAR Version as Type 6P58
Also available in a 20 BAR Version as Type 6P54

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

16 1 25 38 0.79 6.5 2 61
16 1 1/4 32 46 1.16 7.0 2 61
16 1 1/2 38 52 1.33 7.0 2 61
16 1 3/4 45 61 1.70 8.0 2 61
16 2 51 67 1.88 8.0 2 61
16 2 1/4 57 73 2.18 8.0 2 61
16 2 1/2 63 79 2.37 8.0 2 61
16 3 76 92 2.80 8.0 2 61
16 4 102 120 4.07 9.0 4 30, 61
16 6 152 173 6.97 10.5 4 10, 20
16 8 203 224 9.54 10.5 4 10, 20

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST



Manufacturers of Mandrel Built Hose

32

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

8 2 51 67 2.25 8.0 2 1.25 8 240 40
8 2 1/2 63 79 3.03 8.0 2 2.25 12 320 40
8 3 76 94 3.97 9.0 2 2.25 12 400 40
8 4 102 125 6.67 11.5 2 2.25 8 480 40
8 6 152 172 12.24 13.0 2 3.00 10 700 10, 20
8 8 203 232 17.29 14.5 4 3.00 10 820 10, 20

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 7M04
ABRASIVE FOOD
HANDLING - SUCTION

TEMP. RANGE: - 30°C + 90°C (Intermittent Cleaning 120°C).

PRESSURE RATING: 8 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS: Complies with F.D.A. 177:2600, B.G.A. Category XX1 Type A.

ELECTRICAL CONTINUITY: Two Continuous, Embedded Copper Wires R 106 Ω M.

LINING: White Natural (NR), High Abrasion Resistance,
Non-Toxic, Non-Tainting.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592/Part 2).

COVER: Black Natural/Synthetic (NR/SBR),
Abrasion & Weather Resistant

BRAND: White: “CavMac - Type 7M04 - Abrasive Foods - Suction
8 BAR W.P. R 106 Ω M, F.D.A. 177:2600, -30°C +90°C”.

SPECIAL FEATURES: Suitable for Transfer of P.V.C. Pellets.
Also Available as Delivery Hose Type 7M54
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

8 2 51 67 2.37 8.0 2 1.25 8 240 61
8 2 1/2 63 79 3.08 8.0 2 2.25 12 320 61
8 3 76 94 4.00 9.0 2 2.25 12 400 61
8 4 102 122 5.64 10.0 2 2.25 8 480 30.5, 61
8 6 152 175 11.20 11.5 2 3.00 10 700 10, 20
8 8 203 229 16.17 13.0 4 3.00 10 820 10, 20
8 10 254 281 20.78 13.5 4 3.50 12 980 5, 10

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 7M06
BULK MATERIAL
HANDLING - SUCTION

TEMP. RANGE: -30°C +90°C

PRESSURE RATING: 8 BAR W.P. All Bore Sizes. Safety Factor 3:1

APPLICABLE STANDARDS: Complies with F.D.A. 177:2600, B.G.A. Category XX1 Type A.

ELECTRICAL CONTINUITY: Two Continuous, Embedded Copper Wires R 106 Ω M.

LINING: Black Natural (NR) Static Conducting,
High Abrasion Resistance

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592/Part 2)

COVER: Black Synthetic/Natural (SBR/NR),
Abrasion & Weather Resistant

BRAND: Plain Green Stripe - Optional

SPECIAL FEATURES: Also Available L.W. Version (7M03)
All Bore Sizes
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Type No: 7M13
ANIMAL FEED
SUCTION & DELIVERY

TEMP. RANGE: -30°C to +90°C.

APPLICABLE STANDARDS: Lloyds Approval Cert. No. 91/00198 (E5).
D. E. T. Norsk Veritas Cert No. S-2793.

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R 106 Ω M.

LINING: Tan/White Natural Rubber, Non Toxic,
Non Tainting - F.D.A. Approved

REINFORCEMENT: Opposing Layers of High Tenacity Polyester Type Cord
Twin High Tensile Steel Wire Helix (BS 5392/Part 2).

COVER: Corrugated Black or White Chloroprene, Oil,
Weather and Abrasion Resistant.

BRAND: Plain Green Stripe.

SPECIAL FEATURES: Corrugated Cover for Added Flexibility.
A Lighter Weight Version (7M12) is available on request.
Available with High Abrasion Resistant Lining as Type 7M14
Available with Black Abrasion ResistantLining as Type 7M15
Usually Supplied in Specific Lengths with Cuffed Ends.
e.g. 3.05m (10ft), 4.57m (15ft), 6.1m (20ft).

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

14 1 1/2 38 54.4 1.78 8.2 2 1.25 12 170

AS  S P E C I F I E D

10 2 51 67.4 3.02 8.2 2 2.25 12 220
8 2 1/2 63 79.4 4.07 8.2 2 2.25 12 270
7 3 76 92.4 4.30 8.2 2 2.25 12 330
6 3 1/2 89 105.4 4.86 8.2 2 2.25 12 470
5 4 102 118.4 5.50 8.2 2 2.25 12 600
5 4 1/2 115 132.6 5.56 8.8 2 2.25 12 680
4 5 127 144.6 7.04 8.8 2 2.25 12 750
6 6 152 170.0 8.57 9.0 2 2.25 12 820
7 8 203 221.4 14.37 9.2 2 3.00 12 1000

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

2 51 64 2.06 6.5 2 2.25 12 300 AS SPECIFIED

3 76 89 2.92 6.5 2 2.25 12 490
4 102 115 3.83 6.5 2 2.25 12 620
6 152 165 5.57 6.5 2 2.25 12 930
8 203 217 9.19 7.0 2 2.25 12 1280

10 254 268 11.40 7.0 2 2.25 12 1550

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 7M17
LIGHT WEIGHT
BRICK SUCKING HOSE

TEMP. RANGE: - 30°C +90°C.

PRESSURE RATING: Not Applicable.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous, Embedded Copper Wire R 106 Ω M.

LINING: Black Natural (NR), High Abrasion Resistance,
Static Conducting.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Single High Tensile Steel Wire Helix (BS 3592/Part 2).

COVER: Black Natural / SBR, Abrasion & Weather Resistant.

BRAND:

SPECIAL FEATURES: Deep, Square Corrugation For Flexibility, Usually Supplied in
Specific Lengths with Cuffed Ends.
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

8 2 51 66 1.77 7.5 2 40
8 2 1/2 63 78 2.31 7.5 2 40
8 3 76 95 3.37 9.5 2 40
8 4 102 122 4.73 10.0 2 40
8 6 152 174 7.64 11.0 2 40
8 8 203 227 11.08 12.0 4 10, 20
8 10 254 280 15.18 13.0 4 5, 10

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 7M54
ABRASIVE FOOD
HANDLING - DELIVERY

TEMP. RANGE: - 30°C + 90°C (Intermittent Cleaning to 120°C).

PRESSURE RATING: 8 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS: Complies with F.D.A. 177:2600, B.G.A. Category XX1 Type A.

ELECTRICAL CONTINUITY: Two Continuous, Embedded Copper Wires R < 106 Ω M.

LINING: White Natural (NR), High Abrasion Resistance,
Non-Toxic, Non-Tainting.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: Black Natural/Synthetic (NR/SBR),
Abrasion & Weather Resistant.

BRAND: White: “CavMac - Type 7M54 - Abrasive Foods -Delivery
8 BAR W.P. - R 106 Ω M F.D.A. Approved 177:2600
- 30°C + 100°C”.

SPECIAL FEATURES: Suitable for Transfer of P.V.C. Pellets
L.W. Version (7M62) available.
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

8 2 51 66 1.74 7.5 2 61
8 2 1/2 63 78 2.22 7.5 2 61
8 3 76 94 3.04 9.0 2 61
8 4 102 122 4.67 10.0 2 30.5, 61
8 6 152 176 8.10 12.0 2 10, 20
8 8 203 227 10.94 12.0 4 5, 10
8 10 254 282 16.00 14.0 4 5, 10

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 7M66
BULK MATERIAL
HANDLING - DELIVERY

TEMP. RANGE: - 30°C + 90°C.

PRESSURE RATING: 8 BAR W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Two Continuous, Embedded Copper Wires R 106 Ω M.

LINING: Black Natural (NR) Static Conducting,
High Abrasion Resistance.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: Black Synthetic/Natural (SBR/NR),
Abrasion & Weather Resistant.

BRAND: Plain Green Strip - Optional.

SPECIAL FEATURES: Also Available L.W. Version (7M63).
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

17 3/4 19 32.0 0.78 6.5 2 1.25 8 100 61
17 1 25 38.0 0.95 6.5 2 1.25 8 125 61
14 1 1/4 32 45.0 1.18 6.5 2 1.25 8 150 61
14 1 1/2 38 51.0 1.45 6.5 2 1.25 8 200 61
12 1 3/4 45 58.0 1.64 6.5 2 1.25 8 225 61
10 2 51 64.0 1.77 6.5 2 1.25 8 250 61
7 2 1/2 63 78.0 2.76 7.5 2 2.25 12 300 61
4 3 76 91.0 3.26 7.5 2 2.25 12 350 61

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 8H01
HYDRAULIC RETURN LINE
SAE 100 R4

TEMP. RANGE: – 40°C +100°C.

PRESSURE RATING: See Table Below. Safety Factor 3:1.

APPLICABLE STANDARDS: SAE 100 R4.

ELECTRICAL CONTINUITY:

LINING: Black Nitrile (NBR). 55% Aromatics.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS3592/2).

COVER: Black Chloroprene (CR). Oil / Weather Resistant.

BRAND: As specified.

SPECIAL FEATURES:
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

10 1 1/4 32 44.0 0.98 6.0 2 1.25 8 160 61
10 1 1/2 38 51.0 1.26 6.5 2 1.25 8 200 61
10 2 51 64.0 2.26 6.5 2 2.25 12 280 61
10 2 3/8 60 76.0 2.72 8.0 2 2.25 12 380 61
10 3 76 93.0 3.58 8.5 2 2.25 12 440 61
10 4 102 119.0 5.13 8.5 2 2.25 8 600 30.5 61
10 6 152 172.0 9.43 10.0 2 3.00 10 980 10, 20

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 9X01
HOT AIR BLOWER HOSE

TEMP. RANGE: Up To 160°C.

PRESSURE RATING: 10 Bar W.P. All Bore Sizes. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY:

LINING: High Heat Resistant Black / White E.P.D.M.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix (BS 3592 Part 2).

COVER: Black / Blue E.P.D.M.

BRAND: As specified.

SPECIAL FEATURES:
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Type No: 9X05

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

12 3 76 98.4 4.99 11.2 4 2.25 10 450 61
18 4 102 126.4 7.12 12.2 4 2.25 10 600 61
12 6 152 179.0 12.53 13.5 4 3.00 10 900 41
12 8 203 233.0 17.85 15.0 4 3.00 10 1200 30

Type No: 9X06

W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

12 3 76 98 4.62 11.0 4 2.25 10 450 61
18 4 102 126 6.64 12.0 4 2.25 10 600 61
12 6 152 177 11.27 12.5 4 3.00 10 900 41
12 8 203 232 16.84 14.5 4 3.00 10 1200 30

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 9X05
FLOATING ROOF TANK DRAIN HOSE
FPM Cover (100% Aromatics)

Type No: 9X06
FLOATING ROOF TANK DRAIN HOSE
Nitrile (NBR) Cover (70% Aromatics)

TEMP. RANGE: – 30°C + 100°C

PRESSURE RATING: 10 Bar Nominal Pressure. (For Testing with Fittings)

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: Continuous Embedded Copper Wire

LINING: Black Nitrile (NBR)

REINFORCEMENT: Four (4) Opposing Layers High Tenacity Polyester Tyre Cord
Twin High Tensile Steel Wire Helix to BS 3592/2

COVER:                                   9X05
                                                 9X06

(1) Nitrile (NBR) (2) Nitrile/FPM (3) (FPM)
(1) Nitrile (NBR)      70% Aromatics

BRAND: Red or White Longitudinal Stripe (Torsion Line)

SPECIAL FEATURES: Assemblies can be Supplied to Length with Built -in
(see drawing), or Swaged Ends, complete with
Lead Covered Steel Rope Ballast and Clevis Clamp/Chain

Available in Lengths:      61mts — 76–102mm (3”–4”)
                                           41mts — to 152mm (6”)
                                           30mts — to 203mm (8”)

A LEAD BALLAST F NITRILE/FPM COVER

B NITRILE LINING G BINDING WIRE

C POLYESTER TYRE CORD H FLANGE SPIGOT

D MAIN BODY WIRE I BONDED A/S WIRE

E POLYESTER TYRE CORD

A              B    C     D   E             F   G     H         I
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

4 2 51 61 1.40 5.0 2 2.25 19 80 AS SPECIFIED

4 2 1/4 57 67 1.70 5.0 2 2.25 19 90
4 2 1/2 63 73 1.86 5.0 2 2.25 19 100
4 3 76 86 2.19 5.0 2 2.25 19 150
4 4 102 112 2.90 5.0 2 2.25 19 200
4 6 152 164 5.38 6.0 2 3.00 19 300

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 9X12
EXTERNALLY ARMOURED
AIR BLOWER HOSE

TEMP. RANGE: – 30°C + 90°C.

PRESSURE RATING: 4 Bar W.P. All Bore Sizes.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY:

LINING: Black, Anti-Static Natural (NR) Rubber.

REINFORCEMENT: Two Plies High Tenacity Polyester Tyre Cord
Single High Tensile Steel Wire Helix.

COVER: Black Natural Anti-Static Rubber. External Galvanised Wire.

BRAND:

SPECIAL FEATURES: Usually supplied in short lengths with cuffed ends. An extra
L.W. version (9 x 13) is available with external wire 
independent of hose to give greater flexibility and lightness.
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

13 3 76 100.0 5.00 12.0 2 61
13 3 76 100.4 5.10 12.2 4 61
10 4 102 120.8 4.61 10.4 4 61
13 6 152 178.4 10.20 13.2 4 40

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 9X53
CABLE COOLING HOSE

TEMP. RANGE: -30°C to +90°C.

PRESSURE RATING: See Table Below. Safety Factor 3:1.

APPLICABLE STANDARDS:

ELECTRICAL CONTINUITY: No.

LINING: Black Natural Rubber. Abrasion Resistant.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: Black Natural Rubber. Abrasion Resistant.

BRAND: Optional.

SPECIAL FEATURES: Non Conducting.
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W.P.
Bar

I.D.
O.D.
mm

AV. Wt.
Kg/Mt

Thickness 
mm. No.

Plies

Helical Wire Bending STD. Coil

ins mm Wall Gauge Pitch Radius 
mm Length M.

15 1/2 13 26.6 0.53 6.8 4 61
14 3/4 19 32.6 0.68 6.8 4 61
11 1 25 38.6 0.85 6.8 4 61

Revision 01/03-03
This is not a product specification. The info rmation contained is accurate at time of printing and does not fo rm part of any 
contract .

OTHER BORE SIZES AVAILABLE ON REQUEST

Type No: 9X56
ACETYLENE HOSE

TEMP. RANGE: - 30°C to + 80°C

PRESSURE RATING: See Below Table. Safety Factor 10:1 S.F.

APPLICABLE STANDARDS: Exceeds BS 5120.

ELECTRICAL CONTINUITY: No.

LINING: Black SBR/NR.

REINFORCEMENT: Opposing Layers High Tenacity Polyester Tyre Cord.

COVER: Red Chloroprene. Abrasion & Weather Resistant.

BRAND: “BS 5120 - Acetylene”.

SPECIAL FEATURES:
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